JOINT APPLICATION FOR PERMITS

Authorities: The Department of Army Corps of Engineers (Corps), Idaho Department of Water Resources (IDWR), and Idaho Department of Lands (IDL) established a joint process
for activities impacting jurisdictional waterways that require review and/or approval of both the Corps and State of Idaho. Department of Army permits are required by Section 10 of the
Rivers & Harbors Act of 1899 for any structure(s) or work in or affecting navigable waters of the United States and by Section 404 of the Clean Water Act for the discharge of dredged or
fill materia Is into waters of the United States, including adjacent wetlands. State permits are required under the State of Idaho, Stream Protection Act (Title 42, Chapter 38, Idaho Code
and Lake Protection Act (Section 58, Chapter 13 et seq., Idaho Code).

Joint Application : Applicant will need to send a completed application, along with one (1) set of legible and reproducible drawings illustrating the location and character of the
proposed activities/project to both the Corps and the State of Idaho. Information provided on this application will be used in evaluating the proposed activities. Disclosure of requested
information is voluntary, however, if the information is not provided, the application may not be processed and permits may not be issued. Information requested in Block 26 and Block 27
are not required to process the application. DO NOT START WORK UNTIL YOU RECEIVE ALL PERMITS FROM BOTH THE CORPS AND THE STATE OF IDAHO.

Drawings & Supplemental Requirements : See Instruction Guide for required vicinity map, plan-view, and section-view drawings on 8-1/2 x 11 paper size.
INCOMPLETE APPLICATIONS MAY NOT BE PROCESSED

1
DATE:
2CONTACT INFORMATION - APPLICANT: Required ® CONTACT INFORMATION - AGENT: Completion of Block #29 Required
Name: Bert Doughty Name: Bert Doughty
Company: Thompson Creek Mining Company Company: Thompson Creek Mining Company
Mailing Address: PO Box 62 Mailing Address: PO Box 62
City: Clayton State: 1D Zip: 83227 City: Clayton State:ID Zip:83227
PH #:(208) 838-2200 E-mail: bdoughty@tcreek.com PH #:(208) 838-3511 E-mail: bdoughty@tcreek.com
*PROJECT NAME or TITLE: *PROJECT STREET ADDRESS:
TCMC Phase 8 Mine Expansion Thompson Creek Mining Company 35 Miles Southwest of Challis
SPROJECT CITY: "PROJECT COUNTY: 8PROJECT ZIP CODE: ® NEAREST WATERWAY/WATERBODY:
Clayton Custer County 83227 Bruno Cr., Pat Hughes Cr., Mill Cr.
"TAX PARCEL ID#: | "LATITUDE/LONGITUDE (Required with vicinity Map): |4 i ecTion | TOWNSHP R ANGE
44.306683/-114.522901 See Supplemental Information
“ESTIMATED START DATE: See Supplemental Information "ESTIMATED END DATE: See Supplemental Information

“DESCRIBE INTENDED USE (Commercial, Industria, Public, Private, Other): Industrial - Mining

* HAVE ALL ADJACENT PROPERTY OWNERS BEEN NOTIFIED OF PROPOSED ACTIVITY OR PROJECT? I NO YES

Complet the attached sheet by providing list of contract information (including names, address, phone number) of all adjacent property owners.
6 E CHECK BOX IF ALTERATION(S) ARE LOCATED ON PUBLIC TRUST LANDS ADMINISTERED BY STATE OF IDAHO DEPARTMENT OF LANDS.

""DIRECTIONS TO PROJECT SITE Include vicinity map with legible crossroads, street numbers/names, landmarks, attach additional sheet(s), if needed:
Highway 75 from either Challis or Stanley to the Thompson Creek bridge turnoff. See Supplemental Information.

BHAS WORK BEGAN ON THIS PROJECT/ACTIVITY? NO [] YES Ifyes, describe ALL work that has occurred, including dates; attach additional sheet(s), if needed:
See Supplemental Information

1SPREVIOUSLY ISSUED PERMIT AUTHORIZATIONS:
See Supplemental Information

2 TYPE, MATERIAL AND AMOUNT BEING DISCHARGED BELOW THE ORDINARY HIGH WATER MARK, IN CUBIC YARDS:

(1) TYPE Tailings/ReclaggaCubic Yards 1,032 (2) TYPE Waste rock Cubic Yards ~ 457.6 (3) TYPE Mitigation CubicYards 5
*" SURFACE AREA IN ACRES OF WETLAND OR OTHER WATERS FILLED See Instructions Guide:
Wetlands: 3.39 acres; stream channels: 0.85 acres Acres OR Square Feet
#S|ZE AND FLOW CAPACITY OF BRIDGE OR CULVERT & DRAINAGE AREA SERVED: Not applicable Square Miles

23IS PROJECT LOCATED IN A MAPPED FLOODWAY? NO [ ] YES Ifyes, contact the floodplain administrator in the local government jurisdiction in which the

project is located. A Floodplain Development permit and a No-Rise Certification may be required.

FOR AGENCY USE ONLY

Corps of Engineers #: ID Water Resources #: ID Dept of Lands #:
Date Received: Date Received: Date Received:
[] Incomplete App. - Return Date: Fee Received: Receipt #: Fee Received: Receipt #:

NWW FORM 1145-1 (IDWR 3804-B)
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28 OVERALL DESCRIPTION & PURPOSE OF PROJECT TO WATERS OF U.S., INCLUDING WETLANDS Attach additional shes(s). if needed:
See Supplemental Information

20 DETAILED DESCRIPTION OF EACH INDIVIDUAL ACTIVITY, WITHIN OVERALL PROJECT (Include dimensions, equipment, construction,methods, etc.):
See Supplenental Information

% negCRIBE MEASURES TAKEN TO AVOID, MINIMIZE, COMPENSATE FOR IMPACTS TO WATERS OF THE UNITED STATES. INCLUDING WETLANDS:
See Instruction Guide for specific detals.

See attached 404 (b)(1) Analysis

2% pROPOSED MITIGATION PLAN: Attach copy of proposed mitigation plan or statement/reasoning why no mitigation plan is required. Attach additional sheel(s), f needed.
See attached Conceptual Mitigation Plan.

% | |ST EACH IMPACT TO STREAM. RIVER, LAKE, RESERVOIR, INCLUDING SHORELINE. Attach site map with \o¢3iion of EAGH iMpact isted; attach additional sheetl).
Activity Name of Seasonal or Avg. Stream Width Description of Impact impact Length
Number Waterbody Perennial (Linear Feet) (road crossing. impound, culvert, etc.) (Linear Feet)

1 See Suppleme ! Informatson

& lw |

_ TOTAL STREAM IMPACTS (Linear Feet): See Supplemental Information

7 {1ST EACH WETLAND IMPACT, lNCLUDINédMECHAf\l‘I_ZED CLEARING, FILL, EXCAVATION, FLOOD, DRAINAGE, ETC.
Aliach site map with location of EACH impact fisted, atiach additional sheel(s)-

Activity Wetland Type Distance to Waterbody Description of Impact Impact Size
Number| (Emergent, Forested, Scrub/Shrub) (Linear Feet) (purpose of road crossing, impoundment, culvert, etc) | (Acres or Square Feet)

1 See Supplemental lnformation

- —
— .

4

TOTAL WETLAND IMPACTS (Linear Feet): See Supplemental Information

2 AUTHORIZATION OF AGENT/ACCESS: | hereby authorize the Agent (listed in Block 3 of this appiication) to act i my behaf in the processing of this application and to furnish all
information, dratgs, maps, and supplemental mformation in suppori of this application. | hereby grant to the agencies to which this application is made. the right to access/come upon the above-
described location(s) to inspect the propsed and completed work/activities.

Signature of Applicant Date
2 CERTIFICATION: Apglication is hereby made for permit, or permits, to authorize the work and uses of the work as described in this application and all supporting documentation. | certfy
that the information in this application is complete and accurate: | further certify that | possess the authority to underake the work described herein. or | am acting as the duly authorized agent for

the applicant.”
L T Y2
Signature of A Date Signature of Agent Date

* The application must be signed by the person who desires to undertake the proposed activity AND signed by a duly authorized agent, if the authorization
statement in both Blocks 3 & 28 havebeen completed and signed. 18 USC Section 1001 provides that: Whoever, in any manner within the jurisdiction of any
department of the United States knowingly and willfully falsifies, conceals, or covers up any trick, scheme, or disguises a material fact or makes any false,
fictitious, or fraudulent statements or representations or makes or uses any false writing or document knowing same to contain any false, fictitious or
fraudulent statements or entry, shall be fined not more than $10,000 or imprisoned not more than five years or both.
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ADJACENT PROPERTY OWNERS NOTIFICATION REQUIREMENT

Provide the name, physical address, and telephone number of ALL adjacent property owners.

This includes adjacent property owners with ownership located on both sides of the near stream bank AND/OR all other
ownership on the waterway that may be affected by the proposed activities/project. Also, include homeowner or community

associations within the proposed project area.

CONTACT INFORMATION - OWNERSHIP NEAR STREAM BANK

DOWNSTREAM NOTIFICATION

Name:
Mailing Address:
State:

City: Zip:

PH #:( ) E-mail:

CONTACT INFORMATION -

Name: USDA Forest Service Salmon Challis National Fores.t,
e

Mailing Address: HC 63 Box 1669 Hwy 93

City: Challis

State: ID Zip: 83226

PH #:(208 ) 879-4100  E-mail:
Name:

Mailing Address:

City:

State: Zip:

PH #:( ) E-mail:
Name:

Mailing Address:

City:

State: Zip:

PH #:( ) E-mail:

UPSTREAM NOTIFICATION
Name:
Mailing Address:
City: State: Zip:
PH#( ) E-mail:
OWNERSHIP ON WATERWAY

Name: USDI Bureau of Land Management, Challis Field Oce

Mailing Address: 1151 Blue Mountain Road

City: Challis State:ID Zip: 83226
PH #:(208 ) 879-6200 E-mail:

Name:

Mailing Address:

City: State: Zip:
PH#( ) E-mail:

Name:

Mailing Address:

City: State: Zip:
PH#( ) E-mail:

Attach as many additional sheets as needed.

NWW FORM 1145-1 (IDWR 3804-B)
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ACRONYMS

Acronyms

Acronym Definition

APOO Amended Plan of Operations

BLM Bureau of Land Management

BR Bruno Creek

EPA Environmental Protection Agency
Forest Service Salmon-Challis National Forest

GIS Geographic Information System

GPS Global Positioning System

IDEQ Idaho Department of Environmental Quality
IDL Idaho Department of Lands

MC Mill Creek

OHWM Ordinary High Water Mark

PH Pat Hughes

TCMC Thompson Creek Mining Company
USACE United States Army Corps of Engineers
USFS United States Forest Service

WB West Fork of Bruno Creek

412 E Parkcenter Blvd, Ste 100, Boise, ID 83706-6659
P 208.387.7000
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PROSPECTIVE PERMITTEE I‘)?

Prospective Permittee

Thompson Creek Mining Company

Contact: Bert Doughty, Environmental Manager
P.O. Box 62

Clayton, Idaho 83227

(208) 838-2200

Project Description

Since 1983, Thompson Creek Mining Company (TCMC) has mined molybdenum ore from an open
pit, which is milled into molybdenum concentrates for transportation offsite and subsequent
processing. Tailings, a residual product of milling, are piped in slurry from the mill to the tailings
impoundment located in the Bruno Creek drainage.

In 2008, Thompson Creek Mining Company (TCMC) submitted an Amended Plan of Operations
(APOO) to the Bureau of Land Management (BLM) Challis Field Office, the U.S. Forest Service
(USFS), Salmon-Challis National Forest (Forest Service), and other cooperating agencies for an
expansion (extension of mine life) of the Thompson Creek Molybdenum Mine. Implementation of the
APOO requires the U.S. Army Corps of Engineers (USACE) to issue a permit under Section 404 of
the Clean Water Act to discharge fill materials into waters of the United States in relation to the
APOO.

The BLM, Forest Service, and USACE will cooperate to prepare a single EIS which will be the basis
for the agencies to issue decisions in response to TCMC's proposed actions. The Environmental
Protection Agency (EPA), Idaho Department of Environmental Quality (IDEQ), and Idaho
Department of Lands (IDL) will also cooperate in the preparation of the EIS to ensure that the
Preferred Alternative is in compliance with the relevant laws, regulations, and policies.

This document contains specific information in support of the Joint Application for Permits (Section
404 Permit application).

Block 9 — Nearest Waterway/Waterbody

Four creeks were identified that will be impacted by future mining expansion. Pat Hughes Creek is
an existing waste rock storage facility, which will be enlarged during Phase VIII of mining operations.
Bruno Creek and the West Fork of Bruno Creek will be impacted by the expansion of the Mine
Tailings Impoundment Structure (tailings impoundment), which will raise the level of the tailings to
elevation 7,742 feet. The reclamation plan shows that the closure cover crest of the tailings
impoundment will be elevation 7,752 feet. Mill Creek, which is located below the downstream slope
of the tailings impoundment, will also be impacted by the expansion, which will increase the footprint
of the tailings impoundment and during post closure reclamation activities. The stream configuration
of each drainage is described below:

e Pat Hughes Creek: The headwaters of Pat Hughes Creek are located north of the mine
shops and parking area, which interrupt the channel until it daylights again below the Pat
Hughes waste rock storage facility. From there, the creek flows into treatment ponds before
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discharging into Thompson Creek, approximately four miles above the confluence with the
Salmon River.

e Bruno Creek: The headwaters of Bruno Creek are located above the tailings impoundment.
During spring, runoff water is diverted around the tailings impoundment before it discharges
into Squaw Creek, approximately 3.5 miles upstream from its confluence with the Salmon
River. West Fork of Bruno Creek, Hawks Nest, and an unnamed creek are also located
within the Bruno Creek drainage.

e Mill Creek: Mill Creek (named by TCMC) was historically a tributary to Bruno Creek, which
now flows into a small sediment basin before entering the water treatment ponds at the toe
of the tailings impoundment. From there, the water is pumped back into the tailings
impoundment.

Block 12 — Project Location

The project area lies within portions of the following sections:

Pat Hughes Drainage

e Section 11 of Township 11 North, Range 16 East
e Section 14 of Township 11 North, Range 16 East

Bruno Creek

e Section 25 of Township 12 North, Range 16 East
e Section 36 of Township 12 North, Range 16 East
e Section 01 of Township 11 North, Range 16 East

Mill Creek

e Section 01 of Township 11 North, Range 16 East
e Section 06 of Township 11 North, Range 17 East

Block 13 — Estimated Start Date

The drainages associated with the tailings impoundment (Bruno Creek, West Fork of Bruno Creek,
and Mill Creek) will be impacted between the years 2014 and 2025.

The Phase VIII expansion of the existing waste rock storage facility at Lower Pat Hughes Creek will
occur between 2014 and 2025.

Block 14 — Describe Intended Use

Since 1983, TCMC has mined molybdenum ore from an open pit. The mine is in the process of
initiating Phase VIII, which will impact existing wetlands and stream channels associated with the
tailings impoundment and waste rock facilities. See Block 20 for specific project activities.
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PROJECT?

Block 15 — Have All Adjacent Property Owners
Been Notified Of Proposed Activity or Project?

Yes, please refer to application form. The Forest Service and BLM are jointly preparing an EIS for
the project with other cooperating agencies.

Block 16 — Check Box if Alteration(s) are Located
on Public Trust Lands Administered by State of
ldaho Department of Lands

Yes, this Joint Application for Permit will be submitted to Idaho Department of Water Resources and
State of Idaho Department of Lands.

Block 17 — Directions to Project Site

The mine is 7 miles northwest of Clayton and 21 miles southwest of Challis in Custer County, ldaho.
(see figures in Appendix B). From Challis, drive south on State Highway 75. The TCMC bridge,
which crosses the Salmon River, is located between mileposts 219 and 220. The project area is
contained on the Thompson Creek USGS 7.5-minute quadrangle.

Block 18 — Has Work Began on this
Project/Activity

No work that would fall under this Permit application has started.

Block 19 — Previously Issued Permit
Authorizations

e USACE issued a Nationwide Permit 44 (NWW-2008-00579) to TCMC on April 1, 2014. This
Permit was issued for the construction of a cutoff wall in the Pat Hughes drainage.

e USACE issued a Nationwide Permit 39 (NWW-2008-00579) to TCMC on January 27, 2009.
This Permit was issued for a new access road around the tailings impoundment structure.

e USACE issued Nationwide Permit No. 042100119, USACE on November 10, 2004. This
Permit was issued for construction work in the Buckskin, Pat Hughes, and two unnamed
creeks.

Other Permits that have been issued:

e Operating Permit, ID-040-1-02, USDI Bureau of Land Management, 4/15/1981
e Operating Permit, USDA Forest Service, 12/1980
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¢ Reclamation Permit, RP-655, Idaho Department of Lands, 11/12/1980

Block 20 — Type, Material and Amount Being
Discharged Below the Ordinary High Water Mark

Bruno Creek, West Fork of Bruno Creek, Bruno Creek Tributaries,
and Mill Creek

Tailings, as a residual product of milling, are piped in slurry from the mill to the tailings impoundment.
Bruno Creek and the West Fork of Bruno Creek and two small tributaries on the west side of the
impoundment will become submerged by additional tailings up to elevation 7,742 feet and the
reclamation plan shows that the closure cover crest of the tailings impoundment will be elevation
7,752 feet. Portions of Mill Creek will be impacted because the overall footprint of the downstream
slope of the tailings impoundment will increase and reclamation work in the upper portions of Mill
Creek.

Pat Hughes Creek

The mine generates large volume of waste rock, which is transported by trucks and placed into the
lower Pat Hughes drainage. The footprint of the lower Pat Hughes waste rock facilities will increase.

Methodology for Calculating Material Amount

Channel configuration data (ordinary high water mark (OHWM) and channel width) were collected
during the field work for the Wetland and Ordinary High Water Mark Delineation Report in 2009 and
2010. The OHWM and channel width data was recorded for distinct segments of each channel. For
example, data was recorded in the field as OHWM equals 2 to 3 feet; channel width equals 5 to 7
feet. The length of each segment was measured with ArcGIS. For the purposes of calculating the
amount of material that will fill each channel, it was assumed that each channel is rectangular and
the average of the recorded dimensions was used to calculate the volume. For example, if the
OHWM depth equals 2 to 3 feet, channel width equals 5 to 7 feet, and the segment is 275 feet long,
then the volume would be 2.5 feet by 6 feet by 275 feet, which equals 4,125 cubic feet (153 cubic
yards).

Squaw Creek
Approximately 5 cubic yards of fill material will be used along Squaw Creek to stabilize eroded
stream bank.

Impacts summarized in the table below.
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MARK

Block 20

Cubic

Stream Material Type yards

Bruno Creek, West Fork Bruno Creek, unnamed tributary, and Hawks
Nest (Phase 8 reclamation boundary to impoundment)

Mill Creek (tailings impoundment and reclamation) Tailings/Reclamation fill | 511.8

Lower Pat Hughes Creek (waste rock storage facility below shops
and parking area)

Squaw Creek Fill material for stream
bank stabilization

Tailings/Reclamation fill | 520.2

Waste Rock 457.6

5.0
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Block 21 — Surface Area in Acres of Wetland or
Other Waters Filled

The surface area of wetlands was determined by collecting GPS data along the edges of each
wetland. The resulting polygons were processed with ArcGIS to calculate their areas. The surface
area of other streams was calculated similarly to the calculation of the volume described in Block 20.
The average width, which was recorded in the field, multiplied by the length of that segment, which
was measure with ArcGIS.

Block 21
Stream Wetland Surface Stream Channel
Area (acres) Surface Area (acres)
Bruno Creek, West Fork Bruno Creek, unnamed tributary,
0.21 0.29
and Hawks Nest
Mill Creek 2.93 0.29
Lower Pat Hughes Creek 0.26 0.27

Block 22 — Size and Flow Capacity of Bridge or
Culvert & Drainage Area Served

N/A

Block 23 — Is Project Located in a Mapped
Floodway

No.

Block 24 — Overall Description & Purpose of
Project to Waters of U.S., Including Wetlands

TCMC mines molybdenum ore from an open pit, which is milled into molybdenum concentrates for
transportation offsite and subsequent processing. Tailings, a residual product of milling, are piped in
slurry from the mill to the tailings impoundment located in the Bruno Creek drainage. The expansion
of the tailings impoundment will increase its footprint and partially fill the Mill Creek drainage, which
is located along the southwestern downstream slope of the tailings impoundment. Current mining
activities also generate waste rock, which is transported by trucks and placed into the Buckskin and
Pat Hughes drainages. During preproduction stripping, when the mine first started operating in the
early 1980s, overburden was also placed into these two drainages. The Phase VIII expansion will
increase the footprint of the Pat Hughes waste rock facility.

See dimensions of the proposed activities and their impacts on wetlands and stream channels in
Block 26 and 27 below.
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Block 25a — Describe Measures Taken to Avoid,
Minimize, Compensate for Impacts to Waters of
the United States, Including Wetlands

See attached 404 (b)(1) Analysis in Appendix B.

Block 25b — Proposed Mitigation Plan

See attached conceptual Mitigation Plan in Appendix C.

Block 26 — List Each Impact to Stream, River,
Lake, Reservoir, including Shoreline

Block 26
- Seasonal Description of Impact Impact
Activity Name of Waterbody or Av_g. Stream (road crossing, Length
Number : Width (feet) . .
Perennial impound, culvert, etc.) (linear feet)

1 Bruno Creek, West Perennial 4.0 Tailings Impoundment 3,215

Fork Bruno Creek,

unnamed tributary,

and Hawks Nest
Mill Creek Perennial 2.9 Tailings Impoundment 4,397
3 Lower Pat Hughes Perennial 4.0 Waste rock storage 3,029

Creek facility

TOTAL STREAM IMPACTS (Linear Feet): 10,641
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BLOCK 27 — LIST EACH WETLAND IMPACT

Block 27 — List Each Wetland Impact

Block 27
o Reference Wetland Type Distance to Description of Impact Impact Size
Activity Numbers from (emergent, (purpose of road
) . Waterbody . . (acres or
Number Delineation forested, (linear feet) crossing, impoundment, square feet)
Report scrub/shrub) culvert, etc.) q
Palustrine Immediately o
1 BR1 Forested adjacent Tailings Impoundment 0.036
2 BR Pond Open Water N/A Tailings Impoundment 0.026
Palustrine Immediately .
3 BR2 i Tall I d t 0.032
Forested Adjacent afings fmpoundmen
Palustrine Immediately o
4 WB1 Forested adjacent Tailings Impoundment 0.025
Palustrine Immediately o
5 WB2 Forested adjacent Tailings Impoundment 0.108
6 WBWetl Palustrine Im_medlately Tailings Impoundment 0.004
Emergent adjacent
7 WBWet2 PRI Im_medlately Tailings Impoundment 0.003
Emergent adjacent
Palustrine Immediately Tailings
8 MC1 Emergent adjacent Impoundment/Reclamation 0.217
Palustrine Immediately Tailings
& e Emergent adjacent Impoundment/Reclamation s
Palustrine Immediately Tailings
10 Mc4 Emergent adjacent Impoundment/Reclamation 0.796
Palustrine Immediately Tailings
= e Emergent adjacent Impoundment/Reclamation dazy
Palustrine Immediately Tailings
12 MC6 Emergent adjacent Impoundment/Reclamation 0811
Palustrine Immediately Tailings
= Lo Emergent adjacent Impoundment/Reclamation Oites
Palustrine Immediately Tailings
14 McC8 Emergent adjacent Impoundment/Reclamation 0.406
Palustrine Immediately Tailings
= e Emergent adjacent Impoundment/Reclamation G2
Immediately Tailings
16 MC Seep Seep adjacent Impoundment/Reclamation 0.002
17 PH Trib Seep Ealustrlne Im_medlately Waste rock storage facility 0.05
mergent adjacent
18 PH1 Ealustrlne Im_medlately Waste rock storage facility 0.21
mergent adjacent

BR = Bruno Creek

WB = West Fork Bruno Creek
PH = Pat Hughes Creek

MC = Mill Creek

TOTAL WETLAND IMPACTS: 3.393 acres
(Total does not include open Water)
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Total Fill Below OHWM: 168.4 CY Section 25, Township 12 North, Range 16 East

Custer County, Idaho

BRUNO CREEK Date: September 3, 2014
Sheet 1 of 9







Legend

OHWM = ORDINARY HIGH WATER MARK I~
CULVERT Bruno Creek —
= STREAM Average OHWM Width = 5.5'
=L STREAM REACH - Average OHWM Depth = 1
A FLOW DIRECTION Impacted Stream Reach Length = 326' —
OHWM Surface Area = 0.041 AC (1,793 SF)
__w_ﬂ_wm__»z Moﬂmw_%ho COMPLEX Fill Below OHWM = 66.4 CY
ZEEE PERMANENT STREAM IMPACT (Phase VI Bruno Creek Wetland 1 —
—  PHASE VIIl RECLAMATION FILL BOUNDARY Permanent Wetland Impact = 0.036 AC (1,557 SF)
/l‘l\\

PHASE VIII TAILINGS IMPOUNDMENT BOUNDARY

\ Bruno Creek Wetland 2

(\\\ Permanent Wetland Impact = 0.032 AC (1,377 SF)

Bruno Creek

Average OHWM Width = 2.5'

Average OHWM Depth = 0.75'

Impacted Stream Reach Length = 69'
OHWM Surface Area = 0.004 AC (173 SF)
Fill Below OHWM = 4.8 CY

MATCHLINE SHEET 1

Bruno Creek Pond
Permanent Impact = 0.026 AC (1,131 SF)

Culvert below dam

Bruno Creek

Average OHWM Width = 3'

Average OHWM Depth = 1'

\ Impacted Stream Reach Length = 104’

OHWM Surface Area = 0.007 AC (312 SF)
Fill Below OHWM = 11.6 CY

S
N
A///Ao o%@o
oo Q¥
46@ OAA/@
- ~—_ O/VA/
™ o
T
L Bruno Creek
I Average OHWM Width = 5.5
H Average OHWM Depth = 1'
b4 Impacted Stream Reach Length = 401
| OHWM Surface Area = 0.051 AC (2,205 SF)
w- Fill Below OHWM = 81.7 CY o
G
T
<
2l
100 0 100 200
™ e E—
SCALE IN FEET
Bruno Creek Permanent Impacts (Phase VIII Reclamation) qjogﬂvmo: O—.@@—A _/\__D_DQ 003 Um Dv\ Applicant: Thompson Creek Mining Company
Total OHWM Surface Area Impacts: 0.103 AC Ah.hmw m_uv . . <<m._“m_\<<mv\ Bruno Creek
Total Fill Below OHWM: 164.5 CY Section 25, Township 12 North, Range 16 East Custer County, Idaho

Total Wetlands Permanent Impacts: 0.094 AC (4,065 SF)

BRUNO CREEK Date: September 3, 2014
Sheet 2 of 9







MATCHLINE SHEET
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West Fork of Bruno Creek

Average OHWM Width = 4.5'

Average OHWM Depth = 0.75'

Impacted Stream Reach Length = 129’
OHWM Surface Area = 0.013 AC (581 SF)
Fill Below OHWM = 16.1 CY

West Fork of Bruno Creek
Previously Permitted Under
NWW Permit # NWW-2008-00579

Tailings Impoundment

Legend

OHWM = ORDINARY HIGH WATER MARK

CULVERT

STREAM

STREAM REACH

FLOW DIRECTION

MAJOR CONTOUR

PERMANENT STREAM IMPACT (Phase VIII)
PHASE VIII TAILINGS IMPOUNDMENT BOUNDARY
PHASE VII TAILINGS IMPOUNDMENT BOUNDARY

—
-

)
|

Impacted Stream Reach Length = 120’
OHWM Surface Area = 0.015 AC (660 SF)

Edge of Water

phase i

}Boo%aa

Jings
Tal 2\//

ont moc:am

Bruno Creek
Average OHWM Width = 5.5
Average OHWM Depth = 1"

Fill Below OHWM = 24.4 CY

¢ 133HS INITHOLVIN

Bruno Creek
Previously Permitted Under
NWW Permit # NWW-2008-00579

1

00 0 100 200
™ ™ —
SCALE IN FEET

Bruno Creek Permanent Impacts (Phase VIII Reclamation)
Total Surface Area Impacts: 0.028 AC (1,241 SF)
Total Fill Below OHWM: 40.5 CY

Thompson Creek Mining Company
Section 25, Township 12 North, Range 16 East
BRUNO CREEK & WEST FORK OF BRUNO CREEK

Applicant: Thompson Creek Mining Company
Waterway: Bruno Creek

Custer County, ldaho

Date: September 3, 2014

Sheet 3 of 9







Legend

OHWM = ORDINARY HIGH WATER MARK
Aw SPRING / SEEP
CULVERT
STREAM

G STREAM REACH
-

FLOW DIRECTION

EXISTING WETLAND COMPLEX

MAJOR CONTOUR

PERMANENT STREAM IMPACT (Phase VIII)
PHASE VIIl RECLAMATION FILL BOUNDARY
PHASE VIII TAILINGS IMPOUNDMENT BOUNDARY

100 0 100 200

™ e e—

SCALE IN FEET
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MATCHLINE SHEET 5
LI | L |

West Fork of Bruno Creek

Average OHWM Width = 1.5'

Average OHWM Depth = 1.25'

Impacted Stream Reach Length = 240’
OHWM Surface Area = 0.008 AC (360 SF)

Fill Below OHWM = 16.7 CY >~

Existing West Fork of Bruno Creek
Diversion Structure

=\
West Fork of Bruno Creek Wetland 1 \ewo 2
Permanent Wetland Impact = 0.025 AC (1,076 SF) OQ\VWQQV\
&o\v \\V
N

%, 2

%, s

West Fork of Bruno Creek Wetland 2 &w@

Permanent Wetland Impact = 0.108 AC (4,702 SF)

West Fork of Bruno Creek

Average OHWM Width = 5.25'

Average OHWM Depth = 1"

Impacted Stream Reach Length = 353'
OHWM Surface Area = 0.043 AC (1,853 SF)
Fill Below OHWM = 68.6 CY

West Fork of Bruno Creek Wet #1
Permanent Wetland Impact = 0.004 AC (193 SF)

West Fork of Bruno Creek Wet #2
Permanent Wetland Impact = 0.003 AC (110 SF)

West Fork of Bruno Creek Permanent Impacts

(Phase VIII Reclamation)

Total OHWM Surface Area Impacts: 0.051 AC (2,213 SF)
Total Fill Below OHWM: 85.3 CY

Total Wetlands Permanent Impacts: 0.140 AC (6,081 SF)

Applicant: Thompson Creek Mining Company
Waterway: West Fork of Bruno Creek

Custer County, ldaho

Date: September 3, 2014

Thompson Creek Mining Company
Section 25, Township 12 North, Range 16 East
WEST FORK OF BRUNO CREEK
Sheet 4 of 9







Legend

OHWM = ORDINARY HIGH WATER MARK
@ SPRING / SEEP
= STREAM
(=L STREAM REACH
<« FLOWDIRECTION
EXISTING CONTOUR
PERMANENT STREAM IMPACT (Phase VIII)
———  PHASE VIIl RECLAMATION FILL BOUNDARY

Beginning of Impacted
Reach on West Fork of Bruno Creek

West Fork of Bruno Creek

Average OHWM Width = 1.5'

Average OHWM Depth = 1.25'

Impacted Stream Reach Length = 193’
OHWM Surface Area = 0.007 AC (290 SF)
Fill Below OHWM = 13.4 CY

MATCHLINE SHEET 4
100 0 100 200

™ e e—

SCALE IN FEET

West Fork of Bruno Creek Permanent Impacts

(Phase VIII Reclamation)

Total OHWM Surface Area Impacts: 0.007 AC (290 SF)
Total Fill Below OHWM: 13.4 CY

Applicant: Thompson Creek Mining Company
Waterway: West Fork of Bruno Creek

Custer County, Idaho

Date: September 3, 2014

Thompson Creek Mining Company
Section 25, Township 12 North, Range 16 East
WEST FORK OF BRUNO CREEK
Sheet 5 of 9







Hawks Nest - Hillside Seep
Previously Permitted Under
NWW Permit # NWW-2008-00579

\wm@_: \_y \I\/\\.

Seep

9/

-

Un-named Drainage Below Hawks Nest
Average OHWM Width = 1.75'

Average OHWM Depth = 1'

Impacted Stream Reach Length = 127’

OHWM Surface Area = 0.005 AC (222 SF)

Fill Below OHWM = 8.2 CY

Un-named Drainage Below Hawks Nest
Average OHWM Width = 2.5'

Average OHWM Depth = 1"

Impacted Stream Reach Length = 390’

OHWM Surface Area = 0.022 AC (975 SF)

Fill Below OHWM = 36.1 CY
|

Legend
OHWM = ORDINARY HIGH WATER MARK
@ SPRING / SEEP

= STREAM Tailings Impoundment
—{ STREAM REACH \ Edge of Water
<« FLOW DIRECTION // %@0
EXISTING WETLAND COMPLEX i
MAJOR CONTOUR
- PERMANENT STREAM IMPACT (Phase VIII)
——— PHASE VIIl RECLAMATION FILL BOUNDARY 100 0 100 200
PHASE VIII TAILINGS IMPOUNDMENT BOUNDARY e S e ——
PHASE VII TAILINGS IMPOUNDMENT BOUNDARY SCALE IN FEET
Hawks Nest Permanent Impacts (Phase VIl Reclamation) qjogﬂvmo: O—.@@—A _/\__3_3@ 003 Um Dv\ Applicant: Thompson Creek Mining Company
Total O.I<<_<_ Surface Area Impacts: 0.027 AC (1197 SF) ] ) <<mﬁ®2<m<” Hawks Nest
Total Fill Below OHWM: 44.3 CY Section 36, Township 12 North, Range 16 East Custer County, Idaho

HAWKS NEST
Sheet 6 of 9

Date: September 3, 2014







Begin

Un-named Drainage Below 2008 Seep
Average OHWM Width = 0.75'

Average OHWM Depth = 0.75'

Impacted Stream Reach Length = 180’

OHWM Surface Area = 0.003 AC (135 SF)

Fill Below OHWM = 3.75 CY

Un-named Drainage
Previously Permitted Under
NWW Permit # NWW-2008-00579

Existing Sediment Pond

A
Legend %
OHWM = ORDINARY HIGH WATER MARK %, %
G sPrING/sEEP % <
CULVERT AT
%%
STREAM %%

STREAM REACH

FLOW DIRECTION

EXISTING CONTOUR

PERMANENT STREAM IMPACT (Phase VIII)
PHASE VII TAILINGS IMPOUNDMENT BOUNDARY

—
-

XN\

9/

Tailings Impoundment
Edge of Water

100 0 100 200

™ s e e—
SCALE IN FEET

2008 Seep Permanent Impacts (Phase VIII Reclamation)
Total Surface Area Impacts: 0.003 AC / (135 SF)
Total Fill Below OHM: 3.75 CY

Thompson Creek Mining Company
Section 36, Township 12 North, Range 16 East &
Section 1, Township 11 North, Range 16 East

2008 SEEP
Sheet 7 of 9

Applicant: Thompson Creek Mining Company
Waterway: 2008 Seep

Custer County, Idaho

Date: September 3, 2014
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Elevation (FT)

Phase VIII Reclamation
Fill Elevation

1.0% (Min.)
<

Phase VIl Tailings
\‘ Impoundment Elevation
Phase VII Fill Elevation
(Previously Permitted)
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Intersection of Reclamation
Fill with Bruno Creek

1800 2000
Bruno Creek Stream Reach (FT)
Longitudinal Section A - Bruno Creek
Not to Scale (See Plan View on Sheets 1-3 of 9)
Phase VIl Reclamation Intersection of Reclamation
Fill Elevation Fill with Un-named Drainage
7840
= 7820
< 7800 pLm—at———
.m 7780
3 7760
W 7740
7720

0 50 100 150 200 250
Un-named Drainage Stream Reach (FT)

Longitudinal Section B - Un-named Drainage

Not to Scale (See Plan View on Sheet 1)

Note: Tailings impoundment dam crest prior to
Phase VIl reclamation is 7742' and 7752' MSL
post-reclamation. Elevations of reclamation
cover will vary across the reclaimed tailings
impoundment.

Thompson Creek Mining Company
Section 25, Township 12 North, Range 16 East
Stream Impact Longitudinal Section Details
Sheet 8 of 9

Applicant: Thompson Creek Mining Company
Waterways: Bruno Creek, Unamed Drainage
Custer County, Idaho

Date: September 3, 2014
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Below Hawk's Nest .\‘ Fill Elevation
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Fill Elevation
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Not to Scale (See Plan View on Sheets 3-5 of 9)
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Un-named Drainage Below Hawk's Nest Stream Reach (FT)

Phase VIl Tailings
Impoundment Elevation

Phase VI Fill Elevation
(Previously Permitted)

Longitudinal Section D - Un-named Drainage Below Hawk's Nest

Elevation (FT)

Not to Scale (See Plan View on Sheet 6 of 9)
2008 Seep

Beginning of Drainage Phase VI Fill Elevation

7700
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(Previously Permitted)

7580 ~—
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Un-named Drainage Below 2008 Seep Stream Reach (FT)

Longitudinal Section E - Un-named Drainage Below 2008 Seep

Not to Scale (See Plan View on Sheet 7 of 9)

Note: Tailings impoundment dam crest prior to
Phase VIl reclamation is 7742 and 7752' MSL
post-reclamation. Elevations of reclamation
cover will vary across the reclaimed tailings
impoundment.

Thompson Creek Mining Company

Sections 25 & 36, Township 12 North, Range 16 East &
Section 1, Township 11 North, Range 16 East
Stream Impact Longitudinal Section Details
Sheet 9 of 9

Applicant: Thompson Creek Mining Company
Waterways: West Fork of Bruno Creek, Hawks
Nest, 2008 Seep

Custer County, Idaho

Date: September 3, 2014
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Thompson Creek Mining Company
MILL CREEK STUDY A
Site Reference Map Scale: N.T.S.







Mill Creek

Average OHWM Width = 3'

Average OHWM Depth = 1.5’

Impacted Stream Reach Length = 111’
OHWM Surface Area = 0.008 AC (332 SF)
Fill Below OHWM = 18.4 CY

Mill Creek

Average OHWM Width = 1.5

Average OHWM Depth = 2.5’

Impacted Stream Reach Length = 69'
OHWM Surface Area = 0.002 AC (103 SF)
Fill Below OHWM = 9.5 CY

Mill Creek .
Average OHWM Width = 5.5
Average OHWM Depth = 0.75'
Impacted Stream Reach Length = 70
OHWM Surface Area = 0.009 AC (384 SF)
Fill Below OHWM = 10.7 CY

Mill Creek

Average OHWM Width = 2.5'

Average OHWM Depth = 3.5'

Impacted Stream Reach Length = 25'
OHWM Surface Area = 0.001 AC (63 SF)
Fill Below OHWM = 8.1 CY

Begin
24" HDPE Pipe

Legend

OHWM = ORDINARY HIGH WATER MARK

STREAM
—
-«

STREAM REACH

FLOW DIRECTION

EXISTING WETLAND COMPLEX

MAJOR CONTOUR

PERMANENT STREAM IMPACT (Phase 8)

Mill Creek

Average OHWM Width = 2.5
Average OHWM Depth = 3.5
Impacted Stream Reach Length = 72
OHWM Surface Area = 0.004 AC (181 SF)
Fill Below OHWM = 23.4 CY

Mill Creek

Average OHWM Width = 8.5

Average OHWM Depth = 0.75'

Impacted Stream Reach Length = 93'
OHWM Surface Area = 0.018 AC (793 SF)
Fill Below OHWM = 22.0 CY

Mill Creek

Average OHWM Width = 4'

Average OHWM Depth = 0.75'

Impacted Stream Reach Length = 80'
OHWM Surface Area = 0.007 AC (320 SF)
Fill Below OHWM = 8.9 CY

Mill Creek

Average OHWM Width = 3'

Average OHWM Depth = 2.5’

Impacted Stream Reach Length = 107’
OHWM Surface Area = 0.007 AC (320 SF)
Fill Below OHWM = 29.6 CY

Mill Creek Wetland 4
Permanent Wetland Impact = 0.554 AC (24,148 SF)

Mill Creek
Average OHWM Width = 3.5'

Average OHWM Depth = 1.5’

Impacted Stream Reach Length = 58'
OHWM Surface Area = 0.004 AC (203 SF)
Fill Below OHWM = 11.3 CY

Mill Creek
Average OHWM Width = 6'
Average OHWM Depth = 0.75'
Impacted Stream Reach Length = 176’
OHWM Surface Area = 0.024 AC (1,057 SF)
Fill Below OHWM = 29.4 CY

100 0 100 200
e —
SCALE IN FEET

Permanent Wetland Impact = 0.104 AC (4,548 SF)

Mill Creek
Average OHWM Width = 2.5'

Average OHWM Depth = 1.5’

Impacted Stream Reach Length = 88'
OHWM Surface Area = 0.005 AC (220 SF)
Fill Below OHWM = 12.2 CY

Mill Creek Wetland 3 (Cont.) /

MATCHLINE SHEET 2

Mill Creek Permanent Impacts

Total Surface Area Impacts: 0.089 AC / (3,976 SF)

Total Fill Below OHWM: 183.5 CY

Total Wetlands Permanent Impacts: 0.658 AC / (28,696 SF)

Thompson Creek Mining Company
Section 01, Township 11 North, Range 16 East
MILL CREEK
Sheet 1 of 5

Applicant: Thompson Creek Mining Company
Waterway: Mill Creek

Custer County, Idaho

Date: June 3, 2013







MATCHLINE SHEET 1
LW |

Mill Creek

Average OHWM Width = 2.5'
Average OHWM Depth = 0.75'
Impacted Stream Reach Length = 169’

OHWM Surface Area = 0.010 AC (423 SF)
Fill Below OHWM = 11.7 CY

Mill Creek

Average OHWM Width = 1.5'
Average OHWM Depth = 0.75'
Impacted Stream Reach Length = 101’

OHWM Surface Area = 0.003 AC (152 SF)
Fill Below OHWM = 4.2 CY

Mill Creek

Average OHWM Width = 3'

Average OHWM Depth = 0.75'
Impacted Stream Reach Length = 107’

OHWM Surface Area = 0.007 AC (321 SF)
Fill Below OHWM = 8.9 CY

Begin
Legend
OHWM = ORDINARY HIGH WATER MARK

mu SPRING / SEEP
STREAM

—— STREAM REACH
|

FLOW DIRECTION
EXISTING WETLAND COMPLEX

MAJOR CONTOUR
PERMANENT STREAM IMPACT (Phase 8)

Mill Creek Wetland 1
Permanent Wetland Impact = 0.218 AC (9,514 SF)

Mill Creek

Average OHWM Width = 3.5'
Average OHWM Depth = 0.75'
Impacted Stream Reach Length = 225'

OHWM Surface Area = 0.018 AC (786 SF)
Fill Below OHWM = 21.8 CY

AW Seep

Permanent Wetland Impact = 0.092 AC (4,014SF)

Impacted Stream Reach Length = 104’
OHWM Surface Area = 0.004 AC (155 SF)

Impacted Stream Reach Length = 27"
OHWM Surface Area = 0.001 AC (53 SF)

Mill Creek Wetland 2

(No Permanent Impact)

100 0
™ s e E—

Mill Creek Wetland 3 I/\

Mill Creek

Average OHWM Width = 1.5
Average OHWM Depth = 0.75'

Fill Below OHWM = 4.3 CY

Mill Creek
Average OHWM Width = 2'
Average OHWM Depth = 0.75'

Fill Below OHWM = 1.5 CY

100 200

SCALE IN FEET
Applicant: Thompson Creek Mining Company

Waterway: Mill Creek

Mill Creek Permanent Impacts
Total OHWM Surface Area Impacts: 0.043 AC (1,890 SF)

Total Fill Below OHWM: 52.4 CY
Total Wetlands Permanent Impacts: 0.310 AC (13,528 SF)

Thompson Creek Mining Company
Section 01, Township 11 North, Range 16 East
MILL CREEK
Sheet 2 of 5

Custer County, Idaho
Date: June 3, 2013







Mill Creek

Average OHWM Width = 2.5'

Average OHWM Depth = 1.5’
Impacted Stream Reach Length = 297"

OHWM Surface Area = 0.017 AC (743 SF) -4
Fill Bel HWM = 41.3 CY .
Il Below © 3C Mill Creek Wetland 6 b
Mill Creek Wetland 4 (Cont.) Permanent Wetland Impact = 0.604 AC (26,308 SF) _.WL
Permanent Wetland Impact = 0.242 AC (10,536 SF . w
P ( ) Mill Creek J
— Mill Creek Average OHWM Width = 2' W
NS Average OHWM Width = 1.5' Average OHWM Depth = 1.25' o T
H Average OHWM Depth = 1.5' Impacted Stream Reach Length = 174’ m
LU @ Impacted Stream Reach Length = 114’ OHWM Surface Area = 0.008 AC (348 SF) <
an OHWM Surface Area = 0.004 AC (171 SF) Fill Below OHWM = 16.1 CY —M
Fill Below OHWM = 9.5 CY .
u] Mill Creek
| Average OHWM Width = 1.5'
mw Average OHWM Depth = 1'
= Impacted Stream Reach Length = 116’
AMn OHWM Surface Area = 0.004 AC (174 SF)
— Fill Below OHWM = 6.4 CY
mwmmm_u
e Mill Creek
Average OHWM Width = 1.5
Mill Creek Average OHWM Depth = 0.75'
Average OHWM Width = 3.5' Impacted Stream Reach Length = 136'
><®_‘N©m OHWM UQ_U.HJ =15 OHWM Surface Area = 0.005 AC ANOA. m_uv
Impacted Stream Reach Length = 69' Fill Below OHWM = 5.7 CY
OHWM Surface Area = 0.006 AC (242 SF) .
Fill Below OHWM = 13.4 CY Mill Creek
Average OHWM Width = 3'
Mill Creek Wetland 3 (Cont.) Average OHWM Depth = 1'
Permanent Wetland Impact = 0.014 AC (593 SF) Impacted Stream Reach Length = 126"
OHWM Surface Area = 0.009 AC (377 SF)
_lmmm—.da Mill Creek Fill Below OHWM = 14.0 CY
- Average OHWM Width = 2'
OHWM = ORDINARY HIGH WATER MARK Average OHWM Depth = 1"
AW SPRING / SEEP Impacted Stream Reach Length = 78' .
=== STREAM OHWM Surface Area = 0.004 AC (157 SF) Mill Creek Wetland 5
(=0 STREAM REACH Fill Below OHWM = 5.8 CY Permanent Wetland Impact = 0.138 AC (6,048 SF)
<« FLOWDIRECTION
EXISTING WETLAND COMPLEX 100 0 100 200

MAJOR CONTOUR
PERMANENT STREAM IMPACT (Phase 8)

™ e e—
SCALE IN FEET

Mill Creek Permanent Impacts

Total OHWM Surface Area Impacts: 0.057 AC (2,416 SF)
Total Fill Below OHWM: 112.2 CY

Total Wetlands Permanent Impacts: 0.998 AC (43,485 SF)

Thompson Creek Mining Company
Section 01, Township 11 North, Range 16 East
MILL CREEK
Sheet 3 of 5

Applicant: Thompson Creek Mining Company
Waterway: Mill Creek

Custer County, Idaho

Date: June 3, 2013







Mill Creek

Average OHWM Width = 6.5'

Average OHWM Depth = 1.25'

Impacted Stream Reach Length = 356'
OHWM Surface Area = 0.053 AC (2,314 SF)
Fill Below OHWM = 107.1 CY

Mill Creek Seep
Permanent Wetland Impact = 0.002 AC (100 SF) IM

Mill Creek Wetland 7
Permanent Wetland Impact = 0.153 AC (6,665 SF) @™~

Mill Creek
Average OHWM Width = 2.5'

100 0 100 200

™ e e—
SCALE IN FEET

Mill Creek Wetland 8

Permanent Wetland Impact = 0.162 AC (7,036 SF)

MATCHLINE SHEET 5

m_m_m_uAW
SEEP

TN .

Mill Creek
Average OHWM Width = 1.5'

Average OHWM Depth = 0.75'

Impacted Stream Reach Length = 239’
OHWM Surface Area = 0.008 AC (359 SF)
Fill Below OHWM = 10.0 CY

3— Average OHWM Depth = 0.75'
= Impacted Stream Reach Length = 247’
E g OHWM Surface Area = 0.014 AC (618 SF)
Huvnu— / Fill Below OHWM = 17.2 CY
4 B Mill Creek Wetland 6 (Cont.) L d
i & Permanent Wetland Impact = 0.207 AC (9,034 SF) Legend
ml.u OHWM = ORDINARY HIGH WATER MARK
_m_ Mill Creek CULVERT
Average OHWM Width = 1.5
M— Average OHWM Depth = 0.75' Mw SPRING / SEEP
Impacted Stream Reach Length = 97 = STREAM
OHWM Surface Area = 0.003 AC (146 SF) (= STREAM REACH
Fill Below OHWM = 4.0 CY A FLOW DIRECTION
EXISTING WETLAND COMPLEX
MAJOR CONTOUR
PERMANENT STREAM IMPACT (Phase 8)
Mill Creek Permanent Impacts .ﬁjOBUmOD Creek _/\__D_DQ Com pany Applicant: Thompson Creek Mining Company

Total OHWM Surface Area Impacts: 0.078 AC (3,437 SF)

Total Fill Below OHWM: 138.3 CY Section 06, Township 11 North, Range 17 East

Total Wetlands Permanent Impacts: 0.524 AC (22,835 SF)

MILL CREEK

Sheet 4 of 5

Waterway: Mill Creek
Custer County, Idaho
Date: June 3, 2013







Mill Creek
(Drains into sediment pond)

/ Mill Creek Wetland 9

mmm_on%

Diversion Channel

Mill Creek

Average OHWM Width = 1.5’

Average OHWM Depth = 0.75'

Impacted Stream Reach Length = 610’
OHWM Surface Area = 0.021 AC (915 SF)
Fill Below OHWM = 25.4 CY

/ Mill Creek Wetland 8 (Cont.)

Permanent Wetland Impact = 0.244 AC (10,614 SF)

MATCHLINE SHEET 4

Permanent Wetland Impact = 0.203 AC (8,824 SF)

Legend

OHWM = ORDINARY HIGH WATER MARK
@ SPRING / SEEP

— STREAM
(= STREAM REACH

<« FLOWDIRECTION
EXISTING WETLAND COMPLEX
MAJOR CONTOUR
PERMANENT STREAM IMPACT (Phase 8)

100 0 100 200
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SCALE IN FEET

Mill Creek Permanent Impacts

Total OHWM Surface Area Impacts: 0.021 AC (915 SF)
Total Fill Below OHWM: 25.4 CY

Total Wetlands Permanent Impacts: 0.447 AC (19,438 SF)

Thompson Creek Mining Company
Section 06, Township 11 North, Range 17 East
MILL CREEK
Sheet 5 of 5

Applicant: Thompson Creek Mining Company
Waterway: Mill Creek

Custer County, Idaho

Date: June 3, 2013
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SHEET 5

Thompson Creek Mining Company
PAT HUGHES CREEK STUDY AREA

Site Reference Map

N

Scale: N.T.S.
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Legend \
OHWM = ORDINARY HIGH WATER MARK
STREAM
= STREAM REACH
<« FLOWDIRECTION
———  MAJOR CONTOUR

PERMANENT STREAM IMPACT (Phase 8)

(

100 0 100 200
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SCALE IN FEET

Impacted Stream Reach Length = 323’
OHWM Surface Area = 0.030 AC (1,292 SF)

Pat Hughes Creek
Average OHWM Width = 4'
Average OHWM Depth = 1'

Fill Below OHWM = 47.8 CY

Pat Hughes Creek
Average OHWM Width = 1.5

Average OHWM Depth = 1.5’

Impacted Stream Reach Length = 67"

OHWM Surface Area = 0.002 AC (101 SF)

Fill Below OHWM = 5.6 CY \/
/|

Pat Hughes Creek Permanent Impacts
Total OHWM Surface Area Impacts: 0.032 AC (1,393 SF)
Total Fill Below OHWM: 53.4 CY

Thompson Creek Mining Company
Section 11, Township 11 North, Range 16 East
PAT HUGHES CREEK
Sheet 1 of 5

Applicant: Thompson Creek Mining Company
Waterway: Pat Hughes Creek

Custer County, Idaho

Date: August 14, 2014
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_um.ﬁ Hughes O_.mmx \ / — T E——
Average OHWM Width = 1.5' SCALE IN FEET
Average OHWM Depth = 1.5’
Impacted Stream Reach Length = 180’
OHWM Surface Area = 0.006 AC (270 SF)
Fill Below OHWM = 15.0 CY

—_

End of Defined Channel

~ Pat Hughes Creek
Average OHWM Width = 3.5'

Average OHWM Depth = 1'

Impacted Stream Reach Length = 324’
OHWM Surface Area = 0.026 AC (1,134 SF)
Fill Below OHWM = 42.0 CY

T

Pat Hughes Creek Tributary Seep 1

Permanent Wetland Impact = 0.045 AC (1,940 SF) ®>®O \/

Start of Defined Channel

3 a@)v cwmu 6440 — T
& o aJ) C) [e) \\/J/
. “ 3 Q)O Pat Hughes Creek
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SUMMARY OF FINDINGS

Thompson Creek Mining Company (TCMC) is proposing to expand existing waste rock facilities
and an existing tailings impoundment at its Thompson Creek Mine (see Figure 1-1). These
activities would result in the discharge of fill to waters of the U.S., including 0.85 acres of stream
channel and 3.39 acres of wetlands. Potential effects to waters of the U.S. are shown in
Appendix A.

Wetlands are special aquatic sites. TCMC has focused its proposed action on avoiding and
minimizing impacts to wetland areas by concentrating its mining activities, including tailings and
waste rock disposal, in specific geographic areas that would limit effects to new areas.

TCMC evaluated multiple alternatives for the tailings impoundment expansion and the waste
rock expansion. Three alternatives (M1, M2, and M3), including the “no action” alternative (M1)
were moved forward for further evaluation. In comparing the two action alternatives (M2 and
M3), neither stands out as the least environmentally damaging practicable alternative (LEDPA)
for the tailings impoundment expansion element of the proposed action. Since all of the
alternatives would result in the similar impacts, but Alternative M2 has fewer wetland and
stream impacts than the Alternative M3, M2 is the preferred alternative.

TCMC considered several waste rock expansion area alternatives. Some would result in
environmental effects in areas that are currently not being used for waste rock. Expanding the
existing waste rock areas rather than establishing new waste rock area is the LEDPA for the
waste rock expansion element of the proposed action.
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1.0 INTRODUCTION

Thompson Creek Mining Company (TCMC) is proposing to expand existing waste rock facilities
and an existing tailings impoundment at its Thompson Creek Mine. The Thompson Creek Mine
is located near Clayton, Idaho, in Custer County (see Figure 1-1). The proposed expansion is
part of a modified mine plan of operations (MMPO) that is currently being considered by the
Bureau of Land Management (BLM) and the U.S. Forest Service, Salmon-Challis National
Forest (Forest Service). The expansion is referred to in this alternatives analysis as the Phase 8
Mine Expansion. This alternatives analysis focuses on activity that would affect waters of the
u.S.

On behalf of TCMC, in July 2010, HDR Engineering, Inc. (HDR) submitted the Draft Wetland
and Ordinary High Water Mark Delineation Report that describes waters of the U.S. at the
Thompson Creek Mine to the U.S. Army Corps of Engineers (USACE). These waters include
Bruno Creek, West Fork of Bruno Creek, two small tributaries to Bruno Creek, Pat Hughes
Creek, and Mill Creek (see Figure 1-2). In October 2010, HDR submitted an addendum to the
original report based on a September 2010 field visit with representatives of USACE and the
Environmental Protection Agency (EPA). In June 2012, HDR conducted a wetland
reconnaissance of the power line corridor and delineated several small headwater wetlands
tributary to upper Buckskin Creek.

Mine expansion would result in the discharge of fill to Bruno Creek, West Fork of Bruno Creek,
two tributaries to Bruno Creek Pat Hughes Creek, and Mill Creek. Thus, TCMC must comply
with Section 404 permitting requirements before beginning project construction in areas that
support jurisdictional waters of the U.S. The proposed power line corridor will not affect any of
the delineated wetlands or streams. Some of the other wetlands that were delineated in the
drainages listed above will also be avoided; therefore, they are not considered impacts.

1.1 Expected Impacts to Waters of the United States

TCMC is applying for an individual Section 404 permit to authorize the discharge of fill material
to Bruno Creek and its tributaries, Pat Hughes Creek and Mill Creek. As described in the permit
application, project construction associated with the proposed action would discharge fill to a
total of about 0.85 acres of stream channel and 3.39 acres of wetland. Expected impacts to
waters of the U.S. are shown in

Figure 1-3, and in Appendix A. A description of each alternative and their associated impacts to
Waters of the United States is located in Section 5.0, Alternatives Analysis.
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The stream channel impact acreages shown in Table 1-1 are based on a width of mapped
ordinary high water mark (OHWM) for each drainage and a length measured using ArcGIS.

Table 1-1. Summary of Expected Waters of the U.S. Impacts, Thompson Creek Mine, Phase 8

Location®

Type of Impact

Type of Water

Area Directly Affected

MTIS Expansion

Bruno Creek, West Fork
Bruno Creek, unnamed
tributary & Hawks Nest

Maximum of 290.9 cubic
yards of tailings and fill
for new access road

Stream Channel

0.29 acres
(3,215 linear feet)

Wetland

0.21 acres

Maximum of 496.1 cubic

Stream Channel

0.29 acre
(4,397 linear feet)

Pat Hughes Creek

yards of waste rock

Mill Creek yards of tailings
Wetland 2.93 acres
Waste Rock Disposal Area Expansion
Maximum of 588.9 cubic | Stream Channel | 0.27 acres

(3,029 linear feet)

Wetland

0.26 acres

TOTAL

0.85 acres stream
channel

3.39 acres wetland

! See Figure 1-3 and Appendix A for proposed impact areas.

The calculation of the amount of material that would be discharged to each channel and the size
of the affected area assumes that each channel is rectangular. The averages of the recorded
dimensions were used to calculate the volume of fill. For example, the volume for a 275-foot-
long segment, with an OHWM ranging from 2 to 3 feet deep, and a channel width ranging from
5 to 7 feet would be calculated as follows:

2.5 feet OHWM x 6 feet channel x 275 feet length = 4,125 cubic feet (153 cubic yards)

Acreages of wetlands impacted are shown in Table 1-2 and on the permit drawings in Appendix
A. These impacts are based on the proposed action under Alternative M2. The direct wetland
impacts are shown. (The alternatives considered are discussed in Section 5.0 of this report).

Table 1-2. Direct Wetland Impacts, Alternative M2 and Mill Creek Reclamation/Closure

Wetland ID* Acres Impacted? Impact Type Wetland Type®

BR1 0.036 MTIS Expansion PFO

BR Pond 0.026 MTIS Expansion Open Water

BR2 0.032 MTIS Expansion PFO

WB1 0.025 MTIS Expansion PFO

WB2 0.108 MTIS Expansion PFO

WBWetl 0.004 MTIS Expansion PEM

WBWet2 0.003 MTIS Expansion PEM

mMc1* 0.217 MTIS Expansion PEM
Thompson Creek Mining Company 404(b)(1) Alternatives Analysis Page 11



Table 1-2. Direct Wetland Impacts, Alternative M2 and Mill Creek Reclamation/Closure

Wetland ID* Acres Impacted?® Impact Type Wetland Type®
Mc3* 0.21 MTIS Expansion PEM
mc4* 0.796 MTIS Expansion PEM
McC5* 0.127 MTIS Expansion PEM
McCe* 0.811 MTIS Expansion PEM
MC7* 0.153 MTIS Expansion PEM
mcs* 0.406 MTIS Expansion PEM
MC9o* 0.203 MTIS Expansion PEM
MC Seep4 0.002 MTIS Expansion Seep
PH Tributary Seep 0.05 Waste Rock Expansion PEM
PH1 0.21 Waste Rock Expansion PEM
TOTAL 3.393

!See

Figure 1-3 and Appendix A for proposed impact areas.

2Due to the small size of the wetlands within the analysis area, if any portion of a wetland fell within the mapped
boundary of the MMPO alternative, the entire wetland was assumed to be directly affected (i.e., inundated,
filled, or the hydrology cut off). The total does not include open water.

% Cowardin et al. (1979)
* Mill Creek drainage wetlands that would be disturbed under reclamation and closure activities.

BR = Bruno Creek; MC = Mill Creek; PH = Pat Hughes Creek; WB = West Fork Bruno Creek;
PEM = palustrine emergent wetland; PFO =palustrine forested wetland

1.2 Clean Water Act Section 404(b)(1) Guidelines

Section 404 provides the statutory mechanism for USACE to authorize discharges to waters of
the U.S. USACE's ability to issue permits is governed, in part, by the EPA’s Clean Water Act
(CWA) Section 404(b)(1) guidelines. TCMC must comply with these guidelines before USACE
can issue a Section 404 permit. Subpart B of the guidelines states:

No discharge of dredged or fill material shall be permitted if there is a practicable
alternative to the proposed discharge which would have less adverse impact on
the aquatic ecosystem, so long as the alternative does not have other significant
adverse environmental consequences (40 Code of Federal Regulations [CFR]
230.10[a]).

An alternative is practicable if it is available and capable of being completed after considering
cost, existing technology, and logistics in light of the overall project purposes (40 CFR
230.10[a][2)).

Project activities are considered to be either water dependent or not water dependent. Subpart
B of the guidelines defines a water-dependent activity as one that requires access or proximity
to or siting within a special aquatic site to fulfill its basic project purpose (40 CFR 230.10[a][3]).
Special aquatic sites are defined as designated sanctuaries or refuges, wetlands, mud flats,
vegetated shallows, coral reefs, and riffle and pool complexes (40 CFR 230.3). An example of a
project activity that is water-dependent is installation of in-water supports for a boat dock.
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In some situations, a project activity could discharge fill material to a special aquatic site, but the
activity itself does not require proximity to or siting within the special aquatic site. In this case,
the guidelines assume that other alternatives are available and that the project activity could be
moved to a different location so that it would not discharge fill material to the special aquatic
site.

Where the activity associated with a discharge which is proposed for a special
aguatic site (as defined in Subpart E) does not require access or proximity to or
siting within the special aquatic site in question to fulfill its basic purpose (i.e., is
not “water dependent”), practicable alternatives that do not involve special
aguatic sites are presumed to be available, unless clearly demonstrated
otherwise (40 CFR 230.10[a][3]).

Water dependency and special aquatic sites in the project area are discussed in Section 4 of
this alternatives analysis document.

1.3 Purpose of the Analysis

The purpose of this alternatives analysis is to provide USACE with the information needed to
determine whether the proposed action would comply with 40 CFR 230.10(a) of the 404(b)(1)
guidelines. To achieve this purpose, this analysis does the following:

e Describes the proposed action (Phase 8 Mine Expansion project) and the project’s
purpose and need

o Describes the activities that would discharge dredged or fill material to waters of the U.S.

o Describes regulatory considerations related to special aquatic sites, water dependency,
impact avoidance, and impact minimization

¢ Summarizes the information contained in this report and identifies the least
environmentally damaging practicable alternative (LEDPA).

USACE is responsible for formally determining whether the fill activity proposed as part of the
Phase 8 expansion would comply with the above referenced guidelines. This alternatives
analysis and other available data will help USACE make its permitting decision.

Thompson Creek Mining Company 404(b)(1) Alternatives Analysis Page 13






2.0 PROJECT DESCRIPTION

2.1 Project History

The Thompson Creek Mine is a molybdenum mine located in Custer County, Idaho. The mine is
owned and operated by TCMC, which is a subsidiary of Thompson Creek Metals Company.

TCMC has mined molybdenum ore from an open pit at the Thompson Creek Mine since 1983.
The molybdenum is milled into molybdenum concentrates for transportation offsite and
subsequent processing. Tailings that are a residual product of milling are piped in a slurry from
the mill to the tailings impoundment located in the Bruno Creek drainage.

In late 2008, TCMC submitted an amended plan of operations (APOO) to the BLM Challis Field
Office, the U.S. Forest Service, Salmon-Challis National Forest (Forest Service), and other
cooperating agencies for an expansion (extension of mine life to what is known as Phase 8) of
the Thompson Creek Mine. TCMC submitted revised MMPOs to the BLM in October 2009 and
July 2010. The information in this alternatives analysis reflects information through the July
2010 submittal.

The revised APOO describes new surface disturbance associated with Phase 8 mining,
including expansion of the open pit, waste rock facilities, and the tailings impoundment. The
Phase 8 expansion would disturb about 94.2 acres of private land and 352.5 acres of land
administered by the federal government. The open pit expansion would be entirely on patented
mining claims owned by TCMC and would not affect waters of the U.S. The pit expansion would
require relocating a 25 kilovolt (kV) power line that is located on land administered by the Forest
Service; this activity would also not affect waters of the U.S. The waste rock disposal expansion
would be developed using existing facilities and would affect land administered by BLM in the
upper Buckskin Creek drainage and in the lower Pat Hughes Creek drainage. The proposed
tailings impoundment expansion would affect land administered by BLM and the Forest Service
in the Bruno Creek and Mill Creek drainages. Because the Phase 8 activity would result in the
discharge of fill material to waters of the U.S., implementing the APOO would require USACE
authorization under the CWA, Section 404.

The Phase 8 expansion covers mine operation through about 2025. The mine would continue to
produce about 30,000 tons of molybdenum ore per day and about 110,000 tons of waste rock
per day.

2.2 Project Details

The proposed Phase 8 expansion includes two activities that would result in the discharge of fill
to waters of U.S.:

1. Expansion of the mine tailings impoundment structure (MTIS)
2. Expansion of two waste rock storage areas.

2.2.1 Expansion of MTIS

Currently, mine tailings, which are a residual product of milling, are piped in a slurry from the mill
to the tailings impoundment. The existing impoundment area is located on the upper Bruno
Creek and Mill Creek drainages. TCMC is proposing to modify the existing MTIS so that it would
be capable of storing all anticipated mine tailings through the end of Phase 8 (2025). The MTIS
would contain about 240 million tons of tailings at a crest elevation up to 7,646 feet above mean
sea level (amsl) through the current phase (Phase 7). The Phase 8 expansion would raise the
fill level to about 7,742 feet amsl and result in the deposition of an additional 100 to 125 million
tons of tailings material, which would provide adequate space for the tailings produced during
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Phase 8. The reclamation plan shows that the closure cover crest of the tailings impoundment
will be elevation 7,752 feet.

The proposed Phase 8 tailings expansion would require modification of the existing MTIS in
order to accommodate the additional 100 to 125 million tons. TCMC is proposing to modify the
MTIS so that it could accommodate the expansion by

e realigning the dam centerline with construction of a starter dike near the left abutment as
controlled by topography (the existing left abutment elevations are too low to
accommodate the Phase 8 raise), and

¢ adding height to the remainder of the dam by raising the centerline.

As proposed, these changes and the eventual disposal of tailings and post closure reclamation
activities would directly affect 3.14 acres of wetlands and 0.58 acres of stream channels. This
includes Mill Creek drainage wetlands that would be disturbed under reclamation and closure
activities, in addition to the MTIS expansion in that drainage.

To limit downstream impacts and reduce the volume of sand required for dam construction,
TCMC is proposing a downstream dam slope ratio of 3H:1V to 2.75H:1V (horizontal:vertical) for
the structure, as controlled by stability considerations. TCMC is also proposing to raise the
existing downstream rock toe dam to further limit downstream impacts (Golder Associates and
WMCI 2008).

The MTIS expansion would disturb about 52 acres of additional land, including about 30 acres
on federal land (Forest Service and BLM).

2.2.2 Expansion of Waste Rock Areas

Overburden consists of volcanics and meta-sedimentary material that overlies the mine’s host
rock. Host rock that contains less than a designated percentage of molybdenum (currently 0.03
percent), as determined by assaying blast hole drill cutting samples, is considered to be waste
rock. Both overburden and waste rock must be removed to facilitate the extraction of ore.
Electric cable shovels (27 or 45 cubic yard capacity) load the blasted waste materials into 190-
ton diesel haul trucks, which transport the material to two currently-permitted waste rock
disposal locations in the Buckskin Creek and lower Pat Hughes Creek drainages.

As proposed, the expansion of the Pat Hughes Creek waste rock area, including a new
sediment pond, would result in the discharge of fill to 0.26 of wetlands and 0.27 acres of stream
channels.

Phase 8 expansion of the waste rock facility in the Pat Hughes Creek drainage would result in
the placement of waste rock on about 542 acres. Of this area, TCMC owns 270 acres and BLM
administers about 273 acres.

2.3 General Hydrology

Most of the wetlands in the Phase 8 expansion area are hydrologically connected to surface
water (perennial and ephemeral streams) and groundwater (seeps and springs). Bruno Creek
and the West Fork of Bruno Creek are perennial streams that flow into the tailings
impoundment. At certain times of year (mainly during spring snowmelt runoff) portions of the
flows are diverted through a pipe around the tailings impoundment and routed into Mill Creek.
Buckskin, Un-named, Cherry, and Pat Hughes creeks are headwater streams that are tributary
to Thompson Creek. The upper portions of Buckskin Creek and the middle portion of Pat
Hughes Creek are diverted around or under existing waste rock facilities. Mill Creek is diverted
into a sediment pond at the toe of the tailings impoundment. Waters in this drainage are
tributary to Squaw Creek.
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2.4 General Plant Community Types

The Phase 8 expansion area contains four primary plant communities: palustrine forested
wetland, palustrine emergent marsh, and upland forest and upland sagebrush / grassland.

2.4.1 Wetland Communities
The following four wetland communities are present in the study area.

Palustrine Forested Wetland. The palustrine forested wetland community commonly includes
Englemann spruce, lodgepole pine, and fir in the overstory, willow in the shrub stratum and an
understory composed of several sedge species, common rush Baltic rush, thalictrum, redtop,
and watercress.

Palustrine Emergent Marsh. Palustrine emergent marsh includes wetlands that range from
inundated areas to seasonally saturated areas. The Palustrine emergent marsh communities
commonly include sedges, rushes, spikerush, and threesquare.

Palustrine Scrub Shrub. Palustrine scrub shrub wetland community commonly includes
Mountain alder, quaking aspen, and Norway spruce in the tree stratum, prickly currant and
elderberry in the sapling/shrub stratum, and grasses, stinging nettles, and mosses in the
herbaceous stratum.

2.4.2 Upland Communities

Two upland communities are common within the study area: forest and sagebrush /grassland.
The forested upland community is the most common upland community in the study area and
commonly includes white fir, grand fir, Douglas fir, lodgepole pine, snowberry, Oregon grape,
Idaho fescue, elk sedge and other graminoids The upland sagebrush/grassland community
commonly includes big sagebrush, rabbitbrush, antelope bitterbrush, buckwheat, yarrow,
wildrye, Kentucky bluegrass, brome and other grasses.

2.5 Function and Value of Aquatic Resources

The areas that would be impacted by the Phase 8 expansion (expansion of the MTIS, and the
waste rock areas) include 10,641 linear feet of stream channel, which cover an area of 0.85
acres, and 3.39 acres of wetlands. The impacts associated with the proposed action would be
the same as under alternative M3, except that alternative M3 would involve an additional 0.06
acres of disturbance of wetlands and an additional 5,607 linear feet of designated waters of the
U.S. in the No Name drainage. The ecological functions of the aquatic resources in the Phase 8
expansion area are the following:

Riparian corridors provide:

habitat for song birds

cover for wildlife

browse for deer

shading for water temperature control

Wetlands adjacent to the streams or upslope corridors provide:

sediment stabilization

groundwater recharge during seasonal snowmelt
groundwater discharge associated with seeps and springs
provides habitat for small aquatic animals
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2.6 Project Purpose and Need

The Federal Register advertised the Notice of Intent to Prepare an Environmental Impact
Statement and Resource Management Plan Amendment for the Proposed Modification to the
Thompson Creek Mine Plan of Operations, Section 404 Clean Water Act Permit Application,
and Public Land Disposal, Custer and Bannock Counties, ID on August 3, 2010. According to
that notice, the purposes of and need for the action are as follows:

The purpose of the proposed federal actions related to the MMPO is to respond to the proposal
for a mine expansion and the extension of mine life. The BLM and Forest Service must
determine if changes, including additions, or conditions to the MMPO are necessary prior to
approval of the MMPO to meet the requirements of the BLM surface management regulations
(43 CFR 3809) or Forest Service regulations (36 CFR 228A), within the context of TCMC’s
statutory rights under the General Mining Laws of the U.S. The purpose of the proposed 404
permit decision by the USACE is to ensure that any discharge that would be authorized by the
permit would comply with the CWA and 33 CFR 320 et seq. The purpose of the proposed BLM
action related to the land exchange is for the BLM to complete a land disposal if such would
serve the national interest and meet the other requirements of the Federal Land Policy and
Management Act of 1976 (FLPMA), and, if so, for the BLM to amend the Challis RMP to identify
the selected land as suitable for disposal in compliance with the FLPMA.

The need for the proposed federal actions is related to the agencies’ responsibilities under
applicable federal laws and regulations to consider and respond to the MMPO, 404 permit
application, and land exchange proposal.
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3.0 DESCRIPTION OF ACTIVITIES TO BE PERMITTED UNDER
SECTION 404 OF THE CLEAN WATER ACT

The project area supports waters of the U.S., including wetlands. The areas that would be
permanently affected are shown in Appendix A. As listed in Table 1-2, fill associated with the
proposed action would directly affect:

e 0.85 acres of stream
e 3.39 acres of wetland

As outlined in Section 1.1, the proposed expansion would result in the discharge of fill to Bruno
Creek, West Fork of Bruno Creek, Mill Creek, and Pat Hughes Creek.

Bruno Creek and Tributaries. Expansion of the MTIS and related future deposition of tailings
would directly affect Bruno Creek, West Fork of Bruno Creek, Hawks Nest, Unnamed Tributary
(2008 Seep) and Mill Creek. Reaches of Bruno Creek would become submerged by additional
tailings up to elevation of about 7,742 feet amsl and the closure cover would be up to elevation
of about 7,752 feet amsl. During high runoff periods (such as spring snowmelt), the water from
Bruno Creek would be diverted above the tailings impoundment and routed around and
discharged below the tailings impoundment back into the Bruno Creek channel. Diversions at
upper Bruno Creek and the West Fork of Bruno Creek were constructed under a Nationwide
Permit (NWW-2008-00579). MTIS expansion would also result in the discharge of fill to Mill
Creek (which is located below the existing downstream slope of the MTIS), because the
footprint of the embankment would encroach on the OHWM of the creek.

Pat Hughes Creek. The Phase 8 mine expansion would generate additional waste rock, which
would require expansion of the existing waste rock areas on Pat Hughes Creek. Reaches of Pat
Hughes Creek would be covered by waste rock. In accordance with the mine’s approved
National Pollutant Discharge Elimination System (NPDES) permit, the creeks would be routed
through pipes under the waste rock areas to flow into sediment ponds before discharging back
into their natural channels downstream of the waste rock areas, or piped to a water treatment
plant and then to the mill for use as process water.
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4.0 REGULATORY CONSIDERATIONS

4.1 Special Aquatic Sites and Water Dependency

According to the Wetland and Ordinary High Water Mark Delineation Report, Bruno, West Fork
of Bruno, Un-Named, Buckskin, Pat Hughes, Mill, and Cherry Creeks (June 2010) and the
October 2010 and 2012 addendums, there are three types of water in the project area that
USACE has determined to be jurisdictional, stream channel, palustrine forested wetland (PFO),
and palustrine emergent wetland (PEM). Wetlands are considered to be special aquatic sites.

As noted in Section 1.2, if an activity is not water-dependent, the 404(b)(1) guidelines assume
that alternatives that do not involve special aquatic sites are presumed to be available, unless
clearly demonstrated otherwise. Based on the 404(b)(1) guidelines that define a water-
dependent activity as one that requires access or proximity to or siting within the special aquatic
site in question to fulfill its basic purpose (40 CFR 230.10[a][3]), the proposed Phase 8
expansion is not water dependent. The remainder of this analysis focuses on demonstrating that
other alternatives were considered and were not practicable in light of cost, technology, and
logistics.

4.2 Criteria Related to Cost, Technology, and Logistics

According to the 404(b)(1) guidelines, options that would not cause greater adverse
environmental effects are practicable if they are available and are capable of being completed
after taking into consideration cost, existing technology, and logistics in light of overall project
purposes (40 CFR 230.10[a][2]). These criteria, then, must be used in determining and
evaluating practicable alternatives to the proposed project.

In addition to considering how project alternatives meet the overall project purpose, TCMC also
considered the following cost, technological, and logistical criteria.

Cost. Practicable alternatives must not add substantially to operation and maintenance (O&M)
of the Thompson Creek Mine. TCMC would expect to increase O&M costs to cover this phase
of mining.

Technology. Practicable alternatives must not rely on new technology or changes in technology
that add excessive (and costly) O&M. Practicable alternatives should focus on and/or improve
on technologies currently used at the Thompson Creek Mine.

Logistics. Logistics is the management of the flow of goods, information and other resources in
a cycle between the point of origin and the point of consumption in order to meet the
requirements of customers. Logistics involve the integration of elements, such as information,
inventory, transportation, and material handling.

For an alternative to be practicable, it must allow for or support the following logistical
considerations:
e The alternative must be consistent with the APOO

e The alternative must not result in a reduction in the monthly or yearly molybdenum
production rate; production and distribution targets must be met

e The alternative must not adversely affect the quality of the mining product
e The alternative must not compromise the safe operation of the mining activity
e The alternative must not result in excessive hauling distances
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4.3 Actions to Minimize Adverse Effects

Section 230.10(d) of the 404(b)(1) guidelines states that “no discharge of dredged or fill material
shall be permitted unless appropriate and practicable steps have been taken which would
minimize potential adverse impacts of the discharge on the aquatic ecosystem.” These steps
are described in Subpart H of the guidelines (Sections 230.70 through 230.77) and address the
location of the discharge, the material to be discharged, control of the material following
discharge, the method of dispersion, available technological assistance, plant and animal
populations, and human use.

The primary way that TCMC proposes to minimize effects is by designing an expansion of
existing facilities instead of establishing new facilities. The expanded tailings and waste rock
facilities would be configured to accommodate expected tailings and waste targets through
2025. A primary feature of the design would be human safety, but the expansion would also be
designed to prevent adverse impacts to the environment. Materials would be deposited
gradually, and TCMC would monitor the tailings and waste rock sites on approved time
intervals. In addition to keeping records on the operation of the sites, this regular monitoring
would ensure that the fill activities do not expand beyond the permitted boundary and do not
indirectly affect resources outside of the permitted fill areas.

TCMC is avoiding and minimizing potential impacts to waters of the U.S. by focusing on keeping
operations consolidated in one geographic location and expanding existing facilities rather than
establishing new ones. Because TCMC owns much of the land upon which it operates the
Thompson Creek Mine, it has historically focused on expanding its operations within the existing
operational area. This approach has enabled TCMC to not only operate efficiently, but also
avoid and minimize potential environmental effects beyond the active mining area, including
impacts to waters of the U.S.

In addition to ongoing avoidance and minimization, TCMC has committed to the following:

e Timing discharges to minimize impacts. For example, material would not be placed such
that it would disturb regular inundation patterns of wetland complexes outside the tailings
impoundment or waste rock areas or during periods when water or wind could carry
sediment from the tailings impoundment or waste rock areas to adjacent aquatic
features.

¢ Not placing the fill in a manner that changes the hydrologic function of wetland
complexes beyond or outside the area subject to fill. Maintaining the regular inundation
patterns of the wetlands adjacent to the tailings impoundment or waste rock areas.

¢ Installing and maintaining permanent best management practices (BMPs) that would
ensure protection of aquatic features that would not be directly affected by the fill activity.

e Using appropriate machinery that is properly maintained and staffed when placing fill
material.

e Designing drainage to avoid hydrologic interruption of wetlands and creeks outside of
the fill areas.
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5.0 ALTERNATIVES ANALYSIS

5.1 404(b)(1) Alternatives Study Area

TCMC has mining claims on 3,160 acres. Of this area, TCMC owns about 2,300 acres. The
remaining land is owned by the federal government and administered by two different agencies:
BLM and the Forest Service.

Because it must maintain its mining operations within the claim area, the 404(b)(1) study area is
the existing 3,160-acre Thompson Creek Mine area. TCMC has historically focused on keeping
its operations consolidated on the existing property, thus avoiding expanding operations onto
adjacent federal land, or purchasing additional property elsewhere. Extending operations
outside of this claim area is not reasonable from a permitting, cost, and operations perspective.

5.2 Alternatives to the Proposed Activity and Alternatives
Screening

While developing the APOO and the Phase 8 expansion, TCMC considered options to achieve
the project purpose and need within the alternatives study area. The following discussions
address alternatives to the MTIS expansion and the waste rock area expansions.

5.2.1 MTIS Expansion

In 2007, Golder Associates (Golder) and Water Management Consultants, Inc. (WMCI)
prepared a technical memorandum that identified the three most feasible layout alternatives
capable of storing the Phase 8 tailings at the existing tailings impoundment within the Bruno
Creek site. TCMC did not consider a new tailings impoundment in any other drainage on the
property in order to keep the tailings confined to the already-disturbed area. Additionally, the
proximity of a new impoundment in a different drainage would not be as logistically compatible
with the existing mine pit and could require the construction of additional roads or other
infrastructure. The alternatives for expanding the existing MTIS are discussed in Table 5-1.

Table 5-1. MTIS Expansion Considered Alternatives

Alternative Description
Alternative M1 | Alternative M1 is the “no action” alternative in which TCMC would complete its
— No Action operations through Phase 7 of the approved plan of operations, including mine

reclamation, with none of the other (action) MMPO alternatives being approved. There
are previously permitted (1980) areas of waste rock storage on federal land that will
not be used to complete Phase 7 (and are not proposed to be used under any of the
MMPO alternatives). These areas are available because TCMC extracted more ore
and less waste rock than originally planned. Using these areas for Phase 8 would not
be economically, environmentally, or technically desirable. TCMC has no plans to use
these areas as part of either Phase 7 or Phase 8. Therefore, these previously
permitted areas will not be disturbed in Phase 7 and consequently are not analyzed
under Alternative M1.

Alternative M1 would not create any new disturbance; therefore, there would be no
new direct or indirect effects to wetlands. There are undisturbed wetlands within the
mapped disturbance footprint of Phase 7, but these wetlands are located adjacent to
linear features, such as power lines, reclaimed roads, pipelines, fiber optics, and
undisturbed areas in the vicinity of waste rock facilities.

e Under Alternative M1, there would be no direct or indirect effects to streams
determined to be waters of the U.S.
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Table 5-1. MTIS Expansion Considered Alternatives

Alternative Description
Alternative M2 In December 2008 and January 2009, TCMC submitted MMPOs to BLM, the Forest
— MMPO as Service, and other cooperating agencies. TCMC submitted a revision to the MMPO in

Submitted by October 2009 (TCMC 2009). The MMPO describes Phase 8 of mining operations
TCMC (Alternative M2).

Alternative M2 includes the following not included in Alternative M1.:

e A section of power line would be relocated;

e The open pit would be deepened and widened (into previously disturbed
ground) to mine Phase 8 ore;

e The Buckskin and Pat Hughes waste rock facilities would be expanded and
used to store Phase 8 waste rock;

e The tailings embankment would be raised and the tailings impoundment
expanded to store the tailings produced from milling Phase 8 ore; and

e The long-term water management plan (part of the reclamation plan) would
be modified because of the size and configuration of the Phase 8 facilities).

Under Alternative M2, there would be additional surface disturbance on 94.2 acres of
TCMC land and 352.5 acres of federal lands as compared to Alternative M1.
Alternative M2 would result in the fill or burial of wetlands within the MMPO area
totaling 3.39 acres, comprised of 3.192 acre PEM and 0.201 acre PFO wetlands. This
would be a permanent, direct effect on wetlands within the proposed MMPO area.
Under Alternative M2, 10,641 feet of streams designated as waters of the U.S. within
the analysis area would be buried by the expansion of waste rock facilities or
inundated by the expansion of the tailings impoundment, or otherwise directly affected
during closure and reclamation activities.

Alternative M3 | This alternative is similar to Alternative M2, except that the No Name waste rock

— No Name facility would contain approximately 115 million tons of waste rock on 345 acres of
Waste Rock currently undisturbed BLM land. The facility would include a downgradient
Facility sedimentation pond. The location is economically favorable for waste rock storage

due to the proximity of the No Name drainage to the open pit and a level loaded haul.
Accordingly, under Alternative M3, less waste rock would be placed in the Buckskin
and possibly the Pat Hughes waste rock facilities, and these facilities would have
smaller overall footprints. As compared to Alternative M2, Alternative M3, would
involve an additional 0.06 acres of disturbance in wetlands and an additional 5,607
linear feet of designated waters of the U.S. subject to a 404 permit from the USACE.

Golder and WMCI developed these alternatives assuming a 3H:1V (horizontal:vertical) ratio
downstream dam slope, a crest width of 30 feet, an upstream dam slope of 8H:1V ratio, 12 feet
of freeboard, and a beach slope of 0.5 percent downslope of the dam. Both action alternatives
(M2 and M3) would accommodate the same amount of fill. Alternatives M2 and M3 would result
in the same amount of potential effects on waters of the U.S. as a result of the MTIS expansion.

The preferred alternative MMPO is Alternative M2. This option, like Alternative M3, could
accommodate storage of all expected tailings through Phase 8 in one location, eliminating the
need to develop a new tailings impoundment downstream or within another drainage. Extensive
information is available through geotechnical, geological, and hydrological studies of the Bruno
Creek drainage area and can be used to reduce the required scope of new studies and the
associated cost.
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5.2.2 Waste Rock Storage Expansion

TCMC is proposing to expand its existing waste rock storage areas in the Upper Buckskin
watershed and Pat Hughes Creek watershed to accommodate the waste rock that it expects will
be produced through the end of Phase 8 (2025). TCMC is proposing to expand these areas
rather than establish new waste rock facilities. The existing sites are favorable because they
have good haul road accessibility (e.g., they are close to the mine pit and the roads have a
gentle gradient), have low mineral potential, and are geotechnically stable.

As alternatives to the proposed sites, TCMC considered three alternatives to expanding the
existing storage areas. These alternatives include the following:

Basin Creek Waste Rock Facility — TCMC proposed this new facility as part of the 2008
MMPO, but removed it from the subsequent 2009 MMPO revision because of logistical
issues (grades not conducive to hauling, proximity to mine pit), and because it would
disturb an area that is not part of any active mining operations. This new waste rock
facility would disturb about 327 acres of land administered by the Forest Service. JBR
Environmental Consultants, Inc’'s (JBR) 2011 alternatives analysis found that
establishing a new waste rock facility would cause mining disturbance in a currently
unaffected watershed and would require a long uphill haul.

Lower Buckskin Waste Rock Facility — TCMC considered this area for waste rock
disposal in the original 2008 MMPO and 2009 revision. As originally proposed, this
waste rock facility could have accommodated 180 million tons of waste rock, thus
potentially reducing the final height of the existing waste rock facilities (in the Upper
Buckskin and Pat Hughes watersheds). However, the results of an initial stability
analysis of this area showed that the amount of material that could be deposited in this
area would need to be reduced from the original proposal. Because of the reduced
volume and additional stabilization measures that would probably be needed,
constructing this alternative is not economically feasible. Furthermore, TCMC could
design the Upper Buckskin facility to accommodate all of the waste rock that would have
been deposited in both the Lower and Upper Buckskin areas. Because of the economic
infeasibility and ability to accommodate the waste rock in the Upper Buckskin area, the
Lower Buckskin area was eliminated from further consideration in a 2010 MMPO
revision.

Upper Pat Hughes Waste Rock Facility — TCMC proposed this new facility as part of the
2008 MMPO, but removed it from a subsequent 2009 MMPO revision. This facility could
accommodate 50 million tons of waste rock on 125 acres of undisturbed federal land (75
acres administered by BLM and 50 acres administered by the Forest Service). While
using this area would reduce the height and lateral expansion of the existing waste rock
storage areas in Upper Buckskin watershed and a different part of the Pat Hughes
watershed, TCMC removed this site from consideration because the waste rock could be
accommodated at expanded existing facilities.
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6.0 SUMMARY

As described in this document, TCMC is proposing two types of activities that would result in a
discharge of fill to waters of the U.S. at its Thompson Creek Mine in Custer County, Idaho.
These activities include the following:

e Expansion of a tailings impoundment area
e Expansion of waste rock storage areas

These activities would result in the discharge of fill to 0.85 acres of stream channel and 3.39
acres of wetlands.

Wetlands such as those that would be affected by the proposed action are special aquatic sites.
TCMC has focused on avoiding and minimizing impacts to wetland areas by concentrating
tailings storage and waste rock disposal in specific geographic areas. The proposed expansions
would avoid affecting new areas.

TCMC considered three feasible layout alternatives capable of storing the Phase 8 tailings at
the existing tailings impoundment within the Bruno Creek site and four alternatives for the waste
rock expansion. The tailings impoundment alternatives would result in the same types and
magnitude of effects to waters of the U.S., including wetlands. When the alternatives are
compared, none of the alternatives stands out as the LEDPA since both the alternatives would
result in the same impacts.

The waste rock expansion area alternatives that TCMC considered would result in
environmental effects in areas that are currently not being used for waste rock. Expanding the
existing waste rock areas rather than establishing new waste rock areas is the LEDPA for the
waste rock expansion element of the proposed action.
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Conceptual Wetland
Mitigation Plan







Thompson Creek Mine FEIS
Note to reader:

An older version of the Thompson Creek Mine Wetland and Stream Mitigation Plan was
included in this 404 permit. Readers can view the current version of the Wetland and
Stream Mitigation Plan as Appendix B to the FEIS.






Appendix B

Declaration of Restrictions
(To be developed)
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